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DC/DC Power Converters

Note: Entries in RED indicate data added since the 1997 Compendium.

GSFC MHF+2805S Single output, + 5 V hybrid ADA 51 1997
ICUF 
LLU

O'Bryan, et al, 98IEEE Wrkshp Rec., pg 39.  D/C 9616.  Ceased 
regulating @ 4.4E10 p/cm2 (~7.5 krads).

GSFC MHF+2812D 3-Output, + 5 V,  + 12 V hybrid ADA 51 1997
ICUF 
LLU

O'Bryan, et al, 98IEEE Wrkshp Rec., pg 39.  D/C 9603.  Ceased 
regulating @ 4.4E10 p/cm2 (~7.5 krads).

GSFC MHF+2815D Dual output,  + 15 V in. hybrid ADA 51 1997
ICUF 
LLU

O'Bryan, et al, 98IEEE Wrkshp Rec., pg 39.  Similar to other MHF+ 
devices (above).

Legend:
Manufacturers: ADA - Advanced Analog Devices; 

Test Organizations Radiation Facilities
GSFC - Goddard Space Flight Center, Greenbelt, MD IUCF - Indiana University Cyclotron Facility, Bloomington, IN

LLU - Loma Linda University Medical Center, Loma Linda, CA


